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(54) TiUe: SOLDERING WORK PIECE, SOLDERING METHOD AND HEAT EXCHANGER 
(54) Bezekhnung: LOTWERKSTOCK. LOTVERFAHREN UND WARMETAUSCHER 
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(57) Abstract: The invention relates to a soldering woric piece made of aluminium and/or aluminium compounds, to a soldering 
method, in addition to a heat exchanger soldered in said manner. One surface of the soldering work piece is provided with an artifi- 
cially applied oxide layer. 

(57) Zusammenfassung: DieErfindung bezichtsich auf ein LOtwerkslflck aus Aluminium und/odcr Aluminiumverbindungen^ auf 
ein Ltttveifahren sowie auf cinen derarlig gcWteten Wfirmetauscher. Eine Oberflfichc des LOtwerkstticks ist dabei mit einer kUnstlich 
aufgebrachten Oxidschicht versehen. 



wo 2005/028152 Al 



(84) Designated states (unless otherwise indicated, for 
every kind of regional protection available): ARIPO 
patent (BW, GH, GM, KE, LS, MW, MZ, NA, SD, SL, 
SZ, TZ. UG, ZM, ZW), Eurasian patent (AM, AZ, BY, 
KG, KZ, MD, RU, TJ, TM), European patent (AT, BE, 
BG, CH, CY, CZ, DE, DK, EE, ES, FI, FR, GB, GR, 
HU, IE, IT, LU, MC, NL, PL, PT, RO, SE, SI, SK, 
TR), OAPI patent (BF, BJ, CF, CG, CI, CM, GA, GN, 
GQ, GW, ML, MR, NE, SN, TD, TG). 



Published: 

With International Search Report. 

For an explanation of the two-letter codes and the other 
abbreviations, reference is made to the explanations ("Guidance 
Notes on Codes and Abbreviations") at the beginning of each 
regular edition of the PCT Gazette, 



Declaration under Rule 4.17: 

of inventorship (Rule 4.17 (iv)) for the following 
designation US 



